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AGROTRON X
720

DESIGN PERFECTLY MATCHED WITH FUNCTION.
As the leader in terms of cab concept and ease of operation, the Agrotron X
sets new standards for operating convenience in the large tractor class. The
extensive range of standard equipment features practical details and advanced
technical equipment. Operations are so easy and efficient that every driver
quickly gets used to it intuitively and without lengthy instruction and can
therefore immediately get down to productive work. Advantages which are
particularly valued by contractors, for whom every minute is often critical. The
driver can program the functions of the Agrotron X to personal requirements
and use automatic functions to make his work easier and more economical,
leaving him free to concentrate on his work and not the operation of the tractor.
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electronic engine management and external exhaust-gas recirculation system.
Fully-synchronized transmission with 12 FWD + 3 REV speeds.
6 speed transmission with automatic Powershift (4 Powershift gears with electrohydraulic
pushbutton
control):
40 FWD + 40 REV, max. speed 50 km/h, at economy engine speed,
PTO with 2 speeds
(540/540ECO).
limited to 40 km/h with super-economy engine speed (to meet legal requirements).
Oil-immersed four wheel brakes.
Hydraulic system with variable displacement Load Sensing pump up to 160 l/min.
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Integrated multifunction monitor for control of the main tractor functions.
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